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NOTE:
POWER FIXTURE DETAILS. 1. Point wiring on truss and external wiring to be with 3C x 1.5 sqmm Cu. Ar Cable without
LEGENDS conduit with saddling at 600mm and to be connected to waterproof JB of Hensel for Loopin
Loopout
—_— SYMBOL DESCRIPTION QUANTITY i
B . B - . 2. Point wiring in Warehouse and Cold storage will be controlled directly from Distribution Board
SYMBOL DESCRIPTION QUANTITY 16A Socket with 16A Switch + Ind[cofor Wiring with i Lo )
ﬁ 3nos x 4sgmm. FRPVC Cu. Flex wire 3. Supplying and fixing IP65 waterproof junction boxes of “Hensel”/ "Fibox” make of the
= 1x36w dust and water proof IP67 industrial type fluorescent 29 following sizes including supplying and fixing inverted—U welded MS angle frame for support
fixture with polycarbonate cover and reflector with 16A x 3 nos 5pi|’1 Socket with 16A Switch + approximately 150mm above ground duly painted with 2 coats of aluminium paint, and
electronic ballast and with 2nos 750mm nominal length : [ H including termination of loop connection of external caobling of 3core 2.5sq.mm or 4sq.mm
rigid suspension arrangement of Philips Cat Ref. TCW :__r;dICOfE)r Wiring with 3nos x 4sqmm. FRPVC Cu. copper armoured cable with polyamide reducing diameter gland with neoprene gasket ensuring
097/136HF or approved equivalent. ex wire waterpoof nature of box, termination and fitting for all External Lighting:
; ‘ 32A 5pin SOCKET outlet DB THREE PHASE with
Compact energy saving Luminaire suitable for 1x 28W FTL 59 C32A TPN MCB 4. 12 WAY TPN DB with C63A TPN MCB Incomer, 3 nos 63A DP 300ma ELCB, Out going with 2
(T5) Lamps with electronic ballast and T5 Lamps of approved nos C32A TP MCB, 10 nos C25A SP MCB, 22 nos C16A SP MCB
make and of specified colour temperature. WIPRO—-CAT NO.
WIF 90128 SG T5 1x 28W or Approved Equivalent | —=y| 12 WAY TPN DB 5. 4 WAY TPN DB with C32A DP MCB Incomer, 1 nos 32A DP 300ma ELCB, Out going with 2
nos C25A SP MCB, 4 nos C16A SP MCB, rest with dummy plates
1x36w water proof Outdoor duty IP67 industrial fype E 4 WAY TPN PDB 6. DB with double door (outer transparent door, inner metallic door) recessed type DBs with
fluorescent fixture with polycarbonate cover and reflector 29 copper bus—bar, per phase isolation neutral links and earth terminals all enclosed in a 166G
with electronic ballast and with B Class Gl Pipe of 1.25" 6A Socket with 6A Switch + Indicat Wiri “h M.S. .box complef%: wi‘rh.hinged covers, in‘re.rconnecﬁ.ons, bonding to earth, painting and
dia. (5 Mirs height from ground) at 45 deg Angle to avoid ug! ocker wi wirc ndaicaror Wiring wi labelling, as required with MCBs mounted in four fiers
container trucks, connected to street light fixture on wall / 3nos x 2.5sqmm. FRPVC Cu. Flex wire 7. 2 nos 16A sockets can be put in a single circuit, 2 nos 6A sockets can be put in a single
column etc. complete with Gl clamps, hardware etc Philips circuit, 2 nos 16Ax3 combined sockets can be put in a single circuit
Cat Ref. TCW 097/136HF or approved equivalent. @ ) )
600 x 600mm Earth Pit depth 2500mm minimum 8. 16A socket outlet and 32A socket outlet in cold storege is to be of IP65 waterproof type
BE_2 9. All DBs, Generator, Refrieration plants, or any machinery to be double earthed with main Earth
@ CEILING FAN 1200mm with Electronic step regulator 06 Tel. Dot Grid which is to be connected to 2 nos plate type earth electrode with 600 mm X 600 mm X 3
e, _rata mm thick Copper Plate buried at a depth not less than 2.5 m from the surface of the ground,
IP65 100W LED Flood Light Projector body of high pressure 05 Telephone and Data outlet 1.5” dia” C—Class G | water pipe, wire mesh, funnel, hinged cast iron cover with frame, test link
die Casf alluminium wide beam reflector and integral control necessary civil work, charcoal, salt, bolts, nuts, washer, etc. including excavation in soft soil
gear with all necessary control gear & LED LC‘”?P complete refilling of earth eftc. and necessary masonry work in manner and in accordance with [IS: 3043. NOTE .
with Good hear sink for LEDs of CG, Philips, Wipro, Anchor, °
or Approved make 10. Wiring from distribution panel to 12way TPN DB shall be with 4nos x 10 sqgmm + 2nos x 4 sgmm cu. FRPVC
Cu Flex wire in 32/40mm frpvc conduit, and for distribution panel fo 4way TPN DB shall be with 2nos x 6 sqmm .
— ég?\lSDUX|T.1.5 Sgmm. FRPVC Cu. WIRE THROUGH 25mm FRPVC + 1nos x 4 sqmm cu. FRPVC Cu. Flex wire Indlcates the boundery Of plOt
11. Wiring from DB to switchboard shall be 3nos x 4 sgmm N
e NORMAL SWITCH BOARD o - Indicates structure
12. Telephone to be wired with 2 pair cable and Data to be wired with CAT6 cable
= 12” Exhaust fan with auto openable flap cover 03 Indlcates Vlllage road
QUALITY ASSURANCE: CLIENT NEMFPPL PROJECT TITLE Primery Processing Centre Chaygaon
GENERAL NOTES THE RESPONSIBILITY OF CONTROL, CHECK AND VERIFICATION OF ACCURACY, CORRECTNESS,
. ALL DIMENSION TO BE READ NOT MEASURED COMPLETENESS, INTEGRATION, FULL COMPLIANCE OF CONTRACT PROVISIONS IN RESPECT OF DESIGN DRAWING TITLE
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